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COMTECH TECHNOLOGY CO., LTD.

DFM2400RTIM8-00

SPECIFICATIONS

Input Frequency Range 2.4 ~2.483 GHz
Video Output RCA Jack
Video Voltage To adjust contrast of picture, please
RX v adjust VR.
TX v
Audio Output RCA Jack Never try to adjust IFT.
Audio Voltage Audio 1 Audio 2
RX 0.7~10V 0.7~10V
TX v v
DC Power +15V 500 mA
Dimensions Seep.3
OPERATIONS
Channels Unless specially assigned, the 4  To select CH1, press button SW

channels ex-factory are:
CH1: 2400 MHz
CH2: 2427 MHz
CH3: 2454 MHz
CH4: 2481 MHz

The DELAY time for each channel
is selectable (see p. 2) Unless spe-
cially assigned, the DELAY time for
each channel ex-factory is 2 sec-
onds.

once, and LED 1 will illuminate.
Pressing button SW again, it will
go to next channel, and next LED
illuminates. LED illuminates to in-
dicate which channel it is receiv-

ing.

To auto-scan each channel, press
button SW for 3 seconds.
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COMTECH TECHNOLOGY CO., LTD.

DFM2400RTIM8-00
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CUSTOMER MODEL

COMTECH MODEL |DFM2400RTIM8-00
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